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1. ISIN TANIMI

Adresi “Karakopri/Sanliurfa olan Kadin Konuk Evine ait is ve islerin yapilmasi.
CARE: Care International’ dir.
YUKLENICI: Isi Tedarik ve Uygulayan Firma® dur.
IDARE: Tadilatin Yapildigi Merkez Yo6netimi veya Temsilcisi’ dir.

2. YUKLENICi SORUMLULUGUNDAKI GENEL HUKUMLER

e YUKLENICI, imalatlart, projesine, TSE standartlarina ve CARE tarafindan verilecek
parametrelere uygun olarak yapmak zorundadir.
e YUKLENICI, isin yapilmas1 i¢in gerekli nitelik ve sayida elemani isin basinda

bulundurmak zorundadir.

e YUKLENICI, tiim personelinin, mali mesuliyet ve her tiirli yasal ve hukuki

vecibelerini yerine getirmekle yukimludr.

e YUKLENICI firma CARE’in talimat: disinda bir is yapamaz. Yaptig1 takdirde bedelini

alamaz.

e YUKLENICI proje ve sartnamelere uygun olmayan imalatlarm tespit edilmesi

durumunda imalat1 yeniden ve bedelsiz olarak yapacaktir.

e Imalatin yapilacagi yer YUKLENICI tarafindan temizlenecek, imalatin bitirildigi
mahaldeki her tiirlii malzeme ile insaat artiginin kaldirilmasi, siipiirerek teslim edilmesi,

atiklarin IDARE tarfaindan gosterilen alanda depolanmasi saglanacaktir.

e Malzemenin nakliyesi, saha icin yatay ve diisey tasimalari sorumlulugu YOKLENICI’
ye aittir. Malzemeler standartlara uygun ve her tiirlii dis etkiye karsi tedbiri alinmig
olarak nakledilecektir. Malzemenin saha i¢inde tasinmasi sirasinda zarar gelmemesine

dikkat edilecek, kullanilmayan malzemeler agikta birakilmayacaktir.

e Imalat sadece hava kosullarinin uygulamaya elverisli oldugu durumlarda yapilacaktir.
Degisik hava kosullarinda imalat yapilmasina izin verilmis olmas1 YUKLENICI’ yi

yapilan imalatin sorumlulugundan kurtarmaz.

e YUKLENICI, calisma sahasinda imalatlar1 yaparken her tiirlii is giivenlik tedbirleini

almak zorundadir.
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3. TEKNiIiK TARIFLER

e YUKLENICI yer tesliminden énce, tiim mahallerde gerekli kontrolleri yapacak, ise
baslamasina engel bir durum varsa CARE’e ise baglamadan bildirecektir. Aksi takdirde

sorumluluk YUKLENICIye aittir.

e Tiim destek sistemleri bitmis yiizeylerde bozulma riskini ortadan kaldirmak ve yapisal

gereklilikleri kargilamak icin yeterli kalinlikta ve dayanikliliga sahip olacaktir.

e Uygulama yapilacak olan yiizeyler ve alanlardaki toz, moloz, gevsek malzeme ve
benzerlerinden, yag ve benzerlerinden temizlenecektir. YUKLENICI, uygulama
yapacagi alanlarin mevcut durumlarini ise baglamadan 6nce inceleyecek, imalat icin
gerekli Ol¢iimleri yerinde yapacak ve bu alanlarin imalata hazir hale getirilmesi igin

gerekli diizeltme ve temizligi yapacaktir.

e Imalat yapilacak alanlarda, YUKLENICI tarafindan imalata baslamadan dnce gonye
vb. kontrolleri yapilacak, montaji etkileyecek oOlgiide caplik, gonye kagikligi vb.
durumlar tespit edilir ise, bu durum ¢6ztm Onerisi ile beraber CARE bildirilecek ve
CARE talimatlar1 dogrultusunda hareket edilecektir.

e Her tirli malzeme ,is¢ilik fiyatlara dahildir.

3.1. Kauguk
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Figir 1. Kauguk zemin yapilacak alan
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Kullanilacak olan kare SBR esnek zemin kauguk ve 0lgtleri 40%40*3cm dir.

Kauguk zemin uygulamasi, terazisi yapilmis ve akart saglanmis tercihen helikopterli
beton veya diizgiin asfalt zemin {izerine poliliretan esasli yapistirici ile yapilmalidir.
(Toprak zemin tesviyesi yapildiktan sonra, tesviye betonu dokiilmelidir.)

Kalipli kaucuklarin {iretiminde poliiiretan esasli tek komponentli baglayict %5
oranindan az olmamalidir. Kauguk malzemelerin iiretiminde kirmizi renk i¢in demir
oksit, yesil renk i¢in krom oksit pigmentleri kullanilmalidir.

Modiiler kauguk malzemelerin ortalama 1 metrekare agirligi; 40x40 cm igin 16,00-
17,00 kg olmalidir

Zemin iizerine dosenecek malzemenin su gegirgen 6zellikte olmasi sebebi ile malzeme
alt kisminda drenaj saglamasi icin 20 mm genislikte 2 mm derinlikte kanallar
bulunmalidir

Kaucuk malzemelerin {ist yiizeyinde yilizeydeki suyu iceri almasi i¢in kenar
kisimlarina derz olusturacak sekilde pahlar ¢ekilmelidir.

Kauguklar zemine m? ye 1000-gram tutkal kullanilarak yapistiriimalidir

Kullanilacak renkler kirmizi, kirmizi ve siyah olacaktir.

3.2.Kamelya

Imalatta kullanilacak ahsaplar TS 1264 e uygun, empenye edilmis 1. Sinif ithal Sar1 Cam
kereste olacaktir.2 y1l mekanik arizaya ,10 y1l ¢iirlimeye karsi garantili olmalidir. Ahsap
Kamelyanin ¢at1 iz diistimii 300x3000mm olacaktir.
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PLAN GORUNUS

Ust- alt tastyicilar 30x40x2mm Kutu Profilden, i¢i ise ¢izimdekine uygun sekillendirilmis boru
profilden iretilip tasiyict profillere kaynaklanacaktir. Boru profiller arast max. 110mm
olacaktir. Paneller ayaklara M80x110mm. civatalarla sabitlenecektir.

» Tasiyic1 Dikmeler

6 adet 2250 mm 80x80x2,5 mm kutu profil ayak iizerine sekilde belirtilen ¢izimine uygun olarak
olusturulacaktir.

> Alt Paneller

Alt paneller 750mm olacaktir. Paneller yerden 150 mm yukaridan vidalanarak kamelya tasiyici
sistemi olusturulacaktir.

> Ust Paneller
Ust paneller 300mm. Olacaktir. Paneller iistten 100 mm asagidan vidalanarak kamelya
tasiyici sistemi olusturulacaktir.
Ust- alt tasiyicilar 30x40x2mm Kutu Profilden, ici ise ¢izimdekine uygun
sekillendirilmis boru profilden tiretilip tasiyici profillere kaynaklanacaktir. Boru profiller arasi

max. 110mm olacaktir. Paneller ayaklara M80x110mm. Civatalarla sabitlenecektir.

» Cati Kism

Kamelyanin cati kisimlarindaki latalar1 50 x100 mm ahsaptan imal edilecektir.
Latalarin iki kosesi frezeden gegirilerek sekil verilecektir. Latalarin lizeri gonyeli ahsap
lambriler ile vidalanacaktir. Lambri {izerine ziftli membranlar genis basl 6zel ¢ivilerle monte
edilecektir. Yine genis bash 6zel ¢givilerle Amerikan kiremidi adi verilen shingle denen yonca
yaprak modelli ¢ati kaplama malzemesi ile kaplanacaktir. Capraz Karkas kisminda;
120x120mm ebatlarinda altigen olarak sekillendirilmis elmas uc¢lu 6zel bicaklarla motif
verilmis orta dikme ahsabi kullanilacaktir. Bu orta dikmeden her iki ucu belirli agilarla
kesilmis iki kosesi elmas uglu 6zel bigaklarla sekillendirilmis karkaslar ¢ati latalarina 6zel
galvanizli vidalarla monte edilecektir. Sagak tahtasi olarak kamelyanin alt ¢at1 kisminda lata
uclarina 140x20 mm ebatlarinda, elmas uglu 6zel motif bigag: ile sekillendirilmis ahsap
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kullanilacaktir.

» Guvercinlik Kismi

Giivercinligin yiiksekligi 350 mm olup, catt kisimlarindaki latalar1 50x50 mm
ahgaplardan imal edilecektir. Ayrica 50x50 mm alt ve iist ahsap aralarina 3 mm mesafelerle 30
x15 mm lik ahsap c¢italar yapilacaktir. Latalarin tizeri gonyeli ahsap lambriler ile
vidalanacaktir. Lambri tizerine ziftli membranlar genis basl 6zel givilerle monte edilecektir.
Yine genis bash 0zel ¢ivilerle Amerikan kiremidi adi verilen shingle denen yonca yaprak
modelli ¢at1 kaplama malzemesi ile kaplanacaktir. Sagak tahtasi olarak ¢ati kisminda lata
uclarmma 90x20 mm ebatlarinda, elmas uclu 6zel motif bicag ile sekillendirilmis ahsap
kullanilacaktir.

» Oturak Kism
Kamelyanin girig kismi1 hari¢ diger kenarlarinda boru profilden olusturulmus ayaklar
tizerine100x50 mm ebatlarinda iki kdsesi elmas uclu 6zel bicaklarla motiflendirilmis 4 er adet

ahsap kullanilacaktir.

» Ankraj Kism
Kamelyalar yere her ayaktaki 15x15x5 mm flansta bulunan 4 adet diibel deliginden
zemine celik dubellerle sabitlenecektir.

» Boya
Kullanilacak biitiin ahgaplarda vakumlu 6zel basingli emprenye sistemi yapilacaktir.
Kamelyanin tiim metal aksami teknige uygun elektrostatik toz firin boya olacaktir.

» Masa
Kamelya icerisinde kullanmak tizere 150%150 c¢cm o6lgiilerinde 1. kalite sibirya gamindan
cardak masasi yapilacaktir.

» Ahsap kamelya imalatinda kullanilacak malzemelerin tamami, béceklenmeye,

yagmura, kara, kotii hava sartlarina ve kurtlanmaya karsi1 emprenye edilmelidir.

3.3. Cim cit, panel ¢it ve sac kaplama
o GOz Araligi: 40x40mm Tel Kalinligi: 3mm ve ylkseklik 6l¢tst: 100 cm ile ¢im git
imalatinin yapilmasi.
e Gavanizli Imm oluklu sacdan mevcut olan jeneratére golgelik yapilmasi. (jenerator
0l¢si:100*250*140 cm).
e Galvaniz lzeri elektrostatik boya ile kaplanmis ylkseklik 150 cm genislik toplamda 700
cm, tel kalinligr ¢ap1 4,5 cm goz aralifi 5/15 cm olacak sekilde panel ¢it imalatinin

yapilmasi.
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e Direkler 170 cm yiiksekliginde 50*50*1,5 mm profilinden, taban flanglar1 120*120%*5
mm sacdan ve 4 adet olacaktir.

e Panel citleri, panel direkleri korozyana kars1 dayanikli olacaktir.

e Panel cit ve direkleri 6nce galvanizlenecek ve (zerine elektrostatik toz boya ile
kaplanacaktir, kullanilacak olan boya RAL 6005 olacaktir.

3.4.Cam filmi

e Giines kotrollli ve mahremiyet saglayan cam filmi silver (S20) serisi yikseklik 1,5
metre ve uzunluk 15 metre olan cam filmlerinin pencere camlarina montajinin
yapilmasi.

3.5.Dusakabin

e Dusakabin 1.2 *1.2 metre ebatlarinda olmalidir.

e Cift acilimli olmalidir.

e Polistren cam ve buzlu olmalidir.

e Profiller parlak nikel olmalidir.

e Tekerlekler kromajli olup, kaliteli malzemeden iiretilmis olmalidir.
e Teknenin duvarla birlestigi yerlerde kuvet ¢itas: kullaniimalidir.
e Suizolasyonu tam olarak saglanmalidir.

e |zolasyonda kaliteli silikon malzeme kullaniimalidur.

e Teklifler nakliye ve montaj dahil olarak verilecektir.

e Dus alinacak olan 100 cm*100 cm alan, tekneli olacak.

e Dusakabinin yuksekligi 2.20 cm olacak.

3.6.Balkon Filesi

e 3 mm kalinliginda 2,5*15 metre 6l¢iistinde 2,5 cm g6z aralikli balkon filesi montaji
yapilacaktir.

3.7.Pvc Kablo Kanal

e 16*16 mm Pvc den yapilmis Beyaz Ral 9010 renginde elektrik kablo kanali montaji
yapilacaktir.

3.8.Mutfak Dolabi Kaplamasi

e PVC mat folyo ile mutfak dolaplarinin kaplanmasi.



Figlr 2. Eski kaplamalar sokiiliip aym renkte ve malzmede yeni kaplama

yapilacak olan dolaplar.

3.9. Gébmme dolap

Var olan tesisat1 gizlemek i¢in Olculeri 150*100* 20 cm olan tip ahsap gdmme dolap

yapilacaktir.

Her turlu iscilik, zayiatlar dahil malzeme, makine ara¢ gere¢ masraflari ile diger biitiin
islerin yapilmasi i¢in YUKLENICI kari ve genel giderler, saha igerisindeki yatay ve

diisey tasimalar dahil metrekare cinsinden birimlendirilir.

IS TAKVIMI

Isin siiresi, So6zlesmenin imzalanmasmi miiteakip yerin tesliminden itibaren imalati
bitinceye kadar stirecek olan siredir.

Yer teslim tarihi ise baglama tarihi anlamina gelip, yer teslimini takiben en geg (5) takvim
giinii iginde ise baglanacak; mucbir sebebler diginda (12) takvim glnd iginde

tamamlanacktir.



&2 care

e Toplam ig miktarinin %50’si kadar kesif artmasi veya azalmasi olabilir. Bu artig ve eksilis
halinde dahi birim fiyatlar degismeyecektir.

e YUKLENICI, herhangi bir nedenle bu fiyatlarin degismeyecegini pesinen kabul ve
taahhiit etmistir. YUKLENICI, ayrica gerek is siiresi i¢cinde gerekse herhangi bir sekilde
uzayan siire icinde taahhiidiin tamamen ifasina kadar gececek siire zarfinda, mevcut
vergilere zam yapilmasi, yeni vergiler, teslim ve harglar konulmasi veya vergi limitlerinin
degistirilmesi gibi sebeplere istinaden birim fiyatlarin arttirilmasini talep etmeyecektir.

e Isin yapilmasi ile ilgili tim harcamalar bu fiyatlarm icinde olup (Her tiirlii; malzeme,
is¢ilik, ekip-ekipman giderleri, SGK, vergi, resim, harg, noter giderleri, is¢i saglig1 ve is
giivenligi giderleri, tazminat giderleri, ekonomik dalgalanmalardan kaynaklanan ilave
maliyet artiglar1 ve bunlarla smirli olmamak iizere her ne nam adi altinda olursa olsun

bilciimle masraf vs.) YUKLENICI ‘ye aittir.

1. JOB DESCRIPTION

Address and name: Women's Guest House in Karakoprii/Sanliurfa.
Carrying out work and work related to the House.
CARE: is Care International

CONTRACTOR: It is the Company that Supply and Implements the Work.
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ADMINISTRATION: It is the Center Administration or Representative where the
rehabilitation is carried out.

2. GENERAL PROVISIONS REGARDING THE CONTRACTOR'S
LIABILITY

e CONTRACTOR must do the work in accordance with the project, TSE standards and
the parameters that given by CARE.

e CONTRACTOR must have the required qualifications and numbers of personnel at
the beginning of the work.

e CONTRACTOR is obliged to fulfill all its personnel's financial liability and all legal

and legal obligations.

e CONTRACTOR company cannot do anything other than CARE 's instruction. If he

does, he cannot get the price.

e CONTRACTOR will make the work again and free of charge in case of detection of
the works that do not comply with the projects and specifications.

e The place where the work will be carried out will be cleaned by the CONTRACTOR,
it will be ensured that all kinds of materials and construction residues in the area where
the work is finished will be removed, delivered by sweeping, and the waste will be
stored in the area that indicated by ADMINISTRATION.

e The responsibility of the transportation of the material, horizontal and vertical
transportation in the site belongs to the CONTRACTOR. The materials will be
transported in accordance with the standards and with measures taken against all kinds of
external influences. During the transportation of the material within the field, care will be
taken not to cause any damage, and unused materials will not be left uncovered.

o Work will only be carried out when the weather conditions are suitable. The fact that
work is allowed under different weather conditions does not relieve the
CONTRACTOR from the responsibility of the work.

e CONTRACTOR isobliged to take all kinds of work safety precautions during the

work process.
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3. TECHNICAL SPECIFICATIONS

e CONTRACTOR will make the necessary checks before the delivery of the
place/work, and if there is any obstacle to starting
work, CONTRACTOR will notify CARE before  starting  work. Otherwise,  the
responsibility belongs to the CONTRACTOR.

o All support systems will have sufficient thickness and durability to eliminate the risk

of deterioration of finished surfaces and to meet structural requirements.

o The surfaces and areas where the application will be made will be cleaned from dust,
debris, loose material and the like, oil and the like. The CONTRACTOR shall
examine the current conditions of the areas to be applied before starting the work,
make the necessary measurements for manufacturing on site, and make the necessary

corrections and cleaning to make these areas ready for production.

e In the areas to be manufactured, the CONTRACTOR should make a set of squares
etc. Checks will be made, diameter, miter misalignment, etc., to the extent that will
affect the assembly. If situations are detected, this situation will be reported to CARE

with a solution proposal and action will be taken in line with CARE's instructions.

e All kinds of materials and labor are included in the prices.

3.1.

Rubber
The square SBR flexible floor rubber is to be used and its dimensions are 40*40*3cm.
Rubber floor application should be made with polyurethane based adhesive on a
leveled and leveled preferably helicopter concrete or smooth asphalt floor. (After
leveling the soil floor, leveling concrete must be poured.)
In the production of molded rubbers, polyurethane-based one-component binder
should not be less than 5%. Iron oxide pigments for red color and chromium oxide
pigments for green color should be used in the production of rubber materials.
Average 1 square meter weight of modular rubber materials should be 16,00-17,00
kg for 40x40 cm.
Since the material to be laid on the floor is water permeable, there should be 20 mm
wide and 2 mm deep channels under the material to provide drainage.
On the upper surface of the rubber materials, the edges should be chamfered to form

joints to absorb the water on the surface.
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* Rubber should be adhered to the floor using 1000-gram glue per m2.
* The colors to be used will be red, red and black.

3.2. Camellia
The wood to be used in production will be 1st Class imported Yellow Pine lumber,
impregnated in accordance with TS 1264. It must be guaranteed against mechanical failure
for 2 years and against decay for 10 years. The roof projection of the Wooden Camellia will
be 300x3000mm.
The upper and lower carriers will be produced from 30x40x2mm Box Profile, and the inside
will be produced from a pipe profile shaped in accordance with the drawing and welded to the
carrier profiles. Max. between pipe profiles. It will be 110mm. Panels to feet M80x110mm. It
will be fixed with bolts.
» Carrier Struts
It will be created on 6 pieces of 2250 mm 80x80x2.5 mm box profile legs in accordance
with the drawing shown in the figure.
» Sub Panels
Bottom panels will be 750mm. The panels will be screwed 150 mm above the ground to
create a camellia carrier system.
» Top Panels
Top panels 300mm. It will happen. The panels will be screwed 100 mm below from the
top to create a camellia carrier system.
The upper and lower carriers will be produced from 30x40x2mm Box Profile, and the
inside will be produced from a pipe profile shaped in accordance with the drawing and
welded to the carrier profiles. Max. between pipe profiles. It will be 110mm. Panels to
feet M80x110mm. It will be fixed with bolts.

» Roof Part
The slats on the roof of the camellia will be made of 50 x100 mm wood. Two corners of
the slats will be milled and shaped. The top of the slats will be screwed with square
wooden paneling. Bitumen membranes will be mounted on the paneling with special
wide-head nails. It will be covered with a cloverleaf model roofing material called
shingle, also called American tile, with special broad-headed nails. In the Cross Carcass
section, 120x120mm hexagonally shaped central pillar wood will be used, which is

patterned with special diamond-tipped blades. From this middle pillar, the carcasses, both
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ends of which are cut at certain angles and two corners of which are shaped with special
diamond-tipped knives, will be mounted to the roof slats with special galvanized screws.
As the eaves board, wood shaped with a diamond-tipped special motif knife, with
dimensions of 140x20 mm, will be used on the ends of the slats on the lower roof of the
camellia.
» Pigeon House Section

The height of the dovecote is 350 mm and the slats on the roof will be made of 50x50
mm wood. Additionally, 30 x 15 mm wooden laths will be made with 3 mm distances
between the 50 x 50 mm bottom and top wood. The top of the slats will be screwed with
square wooden paneling. Bitumen membranes will be mounted on the paneling with
special wide-head nails. It will be covered with a clover leaf model roofing material called
shingle, also called American tile, with special broad-headed nails. Wood shaped with a
diamond-tipped special motif knife, 90x20 mm in size, will be used on the roof section
as eaves board.

» Seat Part
Except for the entrance part of the camellia, 4 pieces of wood, each with a size of 100x50
mm and two corners of which are decorated with special diamond-tipped knives, will be

used on legs made of pipe profiles.

» Anchor Part
Camellias will be fixed to the ground with steel dowels through 4 dowel holes in the

15x15x5 mm flange on each leg.

» Paint
A special vacuum pressure impregnation system will be applied to all wood to be used.
All metal parts of the camellia will be painted with electrostatic powder oven paint in

accordance with the technique.

» Table
A gazebo table will be made of the first quality Siberian pine, measuring 150x150 cm, to

be used inside the camellia.
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All materials to be used in the manufacture of wooden camellias must be impregnated

against insects, rain, snow, bad weather conditions and worms.

3.3.Grass fence, panel fence and sheet metal covering

Manufacturing of grass fence with Mesh Spacing: 40x40mm Wire Thickness: 3mm
and distance pieces: 100 cm.

Generator canopy construction made of galvanized 1mm corrugated sheet. (generator
prices: 100*250*140 cm)

Manufacturing of panel fences coated with electrostatic paint on galvanized metal,
with 150 cm in width, a total of 700 cm, wire diameter of 4.5 cm and mesh spacing
of 5/15 cm.

The poles will be made of 50*50*1.5 mm profile at 170 cm level, the base blades will
be made of 120*120*5 mm sheet metal and there will be 4 pieces.

Panel fences and panel poles will be resistant to corrosion.

Panel fences and poles will first be galvanized and coated with electrostatic powder
paint. The paint to be used will be RAL 6005.

3.4. Window film

Dividing the solar control and privacy-providing window film silver (S20) series into
1.5 meters and 15 meters in length and sticking the window films on the window

glass.

3.5. Shower Cabinet

The shower cabin must be 1.2 *1.2 meters in size.

It must be a double opening.

It should be polystyrene glass and frosted.

Profiles must be bright nickel.

Wheels must be chrome plated and produced with high quality.
Tub lath can be used where the boat meets the wall.

Complete provision of special insulation.

Contains quality silicone material for insulation.

Offers are offered including shipping and installation.

The 100 cm*100 cm area where the shower will be taken will have a tub.
The height of the shower cabin will be 2.20 cm.

3.6. Balcony Net
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« Balcony files with 2.5 cm eye spacing will be installed in 3 mm sections of 2.5 * 15
meters.
3.7. PVC Cable Duct
» Electrical cable duct made of 16*16 mm PVC in White Ral 9010 color will be
installed.
3.8. Kitchen Cabinet Covering
» Covering kitchen cabinets with PVC matte foil.
3.9. Making a Built-in Wardrobe (Closet)
» To hide the existing installation, a built-in wardrobe made of MDF material with
dimensions of 150 * 100 * 20 cm will be made.

WORK CALENDAR

e The duration of the work is the period that will last from the delivery of the site following
the signing of the Contract until the manufacturing is completed.

o Site delivery date means the start date of work, and work will begin within (5) calendar
days at the latest following site delivery; It will be completed within (12) calendar days,
except for force majeure.

¢ Exploration may increase or decrease by 50% of the total work amount. Even in case of
this increase or decrease, unit prices will not change.

¢ CONTRACTOR accepts and undertakes in advance that these prices will not change for
any reason. The CONTRACTOR will also not request an increase in unit prices due to
reasons such as increasing existing taxes, imposing new taxes, delivery and fees, or
changing tax limits, either during the work period or in any extended period until the full
performance of the commitment.

¢ All expenses related to the execution of the work are included in these prices (All kinds
of materials, labor, team-equipment expenses, SSI, taxes, duties, fees, notary expenses,
worker health and safety expenses, compensation expenses, additional costs arising from

economic fluctuations. increases and all expenses under whatever name, etc.).
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Sira No/Item no

Work Type

Imalat Adi /Application
Name

Birim/Unit

Miktar/
Quantity

Peyzaj
isleri/Landscape

Blok antistatik kauguk
zemin kaplamasi
3cm kalinlikta/Block
antistatic rubber floor
covering
3cm thick

mZ

90

Kamelya
isleri/Camellia

TS 1264 e uygun,
empenye edilmis 1. Sinif
ithal Sar1 Cam keresteden
kamelya yapimi ve yerine

montaji/Camellia

construction and
installation from
impregnated 1st Class
imported Yellow Pine
timber in accordance with
TS 1264

Adet/pieces

Cim cit, Panel
Git ve sac
kaplama isleri/
Stell Work

Galvaniz Gzeri
elektrostatik boya ile
kaplanms yiikseklik 150
cm genislik toplamda 700
cm, tel kalinlig1 ¢ap1 4,5
cm goz aralig1 5/15 cm
olacak sekilde panel ¢it
imalatinin
yapilmasi.(Direkler 170
cm yiiksekliginde
50*50*1,5 mm
profilinden, taban flanglari
120*120*5 mm sacdan ve
4 adet
olacaktir.)/Manufacture of
panel fence coated with
electrostatic paint on
galvanized, height 150 cm,
width 700 cm in total, wire
thickness diameter 4.5 cm,
eye spacing 5/15 cm.
(Posts are 170 cm high, 50
*50 * 1.5 mm profile,
base The flanges will be
made of 120*120*5 mm

metre/meter

10,00




&2 care

sheet metal and will be 4
pieces.)

Goz Araligi: 40x40mm Tel
Kalinligi : 3mm ve
yukseklik 6l¢usi: 100 cm
ile ¢im ¢it imalatinin
yapilmasi./Manufacturing
grass fence with mesh
size: 40x40mm, wire
thickness: 3mm and
height: 100 cm.

metre/meter

40

Gavanizli Imm oluklu
sacdan mevcut olan
jeneratore golgelik

yapilmasi. /Making a

canopy for the existing

generator from galvanized

1 mm corrugated sheet

metal.

Kg

50

Folyo
Uygulama
isleri,Ahsap
dolap ve

Giines kotrollii ve
mahremiyet saglayan cam
filmi silver (S20)
serisi/Sun-controlled and
privacy-providing window
film silver (S20) series

m2

20




&2 care

isleri/Folio and
wooden cabinet

PVC mat folyo ile mutfak
dolaplarimin
kaplanmasi./Covering
kitchen cabinets with PVC
matte foil.

Tip ahsap gomme dolap
yapilmasi ve yerine monte
edilmesi/Making and
installing a type wooden
built-in wardrobe

mZ

1,5

3 mm kalinliginda 2,5%12
metre Olcusiinde 2,5 cm
g0z aralikli balkon filesi./3
mm thick balcony net
measuring 2.5*12 meters
with 2.5 cm mesh spacing.

m2

30

Mekanik tesisat
isleri/
Mechanical
work

Dusakabin/Shower
Cabinet

Adet/pieces

Elektrik
Isleri/Electrical
work

16*16 mm Pvc den
yapilmis Beyaz Ral 9010
renginde elektrik kablo
kanali/Electrical cable duct
made of 16*16 mm PVC
in White Ral 9010 color

metre/meter

50




